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B. Type of Contract: 

KIMLEY-HORM 
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ADA/CBC STAND.



B.     HANDRAIL GRIPPING SURFACES AND ANY SURFACES ADJACENT   TO THEM
SHALL BE FREE OF SHARP OR ABRASIVE ELEMENTS AND SHALL HAVE ROUNDED
EDGES

C.     HANDRAILS SHALL NOT TOTATE WITHIN THEIR FITTINGS
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4.            SECTION 01911 GENERAL COMMISSIONING REQUIREMENTS

7..            SECTION 072500  WEATHER BARRIERS



WWW.CHPS.NET

































































 





















SECTION 07 42 13.26

ZINC ALLOY METAL PLATE WALL PANELS

F.     LARR 26079 APPROVAL
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END OF SECTION
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3.       4' cross tee : XL 7341
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11B-703.2.8 Line spacing. Spacing between the baselines of separate lines of raised characters within a message shall be 135
percent minimum and 170 percent maximum of the raised character height.

























Toe clearance for at least one side partition of a wheelchair accessible
compartment shall comply with CBC Section and Figure 11B-604.8.1.4.
Toe clearance shall be 9  high minimum above the finish floor and 6  deep
minimum beyond the compartment side face of the partition, exclusive of
partition support members. Partition components at toe clearances shall
be smooth without sharp edges or abrasive surfaces.

B
.











































Fire Extinguisher Cabinets must comply with CBC Sections 11B-305, 11B-307,
11B-308, and 11B-309.

4)

























































































1.

Product Marketed by:

ROSE BRAND
11440 SHELDON ST Issue Date : 05/16/2023
SUN VALLEY, CA, 91352 Expiration Date : 06/30/2024

This product meets the minimum requirements of flame resistance established by the California
State Fire Marshal for products identified in Section 13115, California Health and Safety Code.

The scope of the approved use of this product is provided in the current edition of the
CALIFORNIA APPROVED LIST OF FLAME RETARDANT CHEMICALS AND

FABRICS, GENERAL AND LIMITED APPLICATIONS CONCERNS published by the
California State Fire Marshal.

Issued By Cortney Walker
Fire Engineering License Manager

Fire Engineering & Investigations Division

Reviewed and Approved By Patricia Setter
Deputy State Fire Marshal III

Fire Engineering & Investigations Division

OFFICE OF THE STATE FIRE MARSHAL

Please visit calfire.govmotus.org for more information on Licensing and Permitting with CAL FIRE

Fabric Registration
LICENSE NUMBER: F-101202

FLAME RETARDANT

22 OZ. REVIVE (FORMERLY F-
30801)
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Add CSFM Labeling to

Add CSFM Labeling to

Add CSFM Labeling to

Add CSFM Labeling t

f.        The Seal of Registration of the State Fire Marshall
g.       The statement "This article must be re-treated after washing or dry cleaning by
           systems with soap and water added" (if treated with a type II chemical)





































































3.6 REGULATORY REQUIREMENTS

A.   Operable parts and controls at unobstructed forward and side approach locate at
48" to top of device. For reach requirements at other conditions, comply with 11B-308
as they apply.  Operable parts shall be operable with one hand and shall not require
tight grasping, pinching or twisting of the wrist and shall have a maximum operable
force of 5 pounds.  Operable parts shall also comply with CBC sections 11B 308.2,
11B 308.3. and 11B-309.4.















 

 









11B-303.2 Vertical. Changes in level of ¼ inch (6.4 mm) high maximum shall be permitted to be
vertical and without edge treatment. 

11B-303.3 Beveled. Changes in level between ¼ inch (6.4 mm) high minimum and ½ inch (12.7
mm) high maximum shall be beveled with a slope not steeper than 1:2.

7.

8.





































SECTION 21 13 13

WET PIPE SPRINKLER SYSTEM

































END OF SECTION
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11B-219 Assistive listening systems 
11B-219.1 General. Assistive listening systems shall be provided in 
accordance with Section 11B-219 and shall comply with Section 11B-
706. 

11B-219.2 Required systems. An assistive listening system shall be 
provided in assembly areas, including conference and meeting rooms. 

Exception: This section does not apply to systems used exclusively for 
paging, background music, or a combination of these two uses. 

11B-219.3 Receivers. The minimum number of receivers to be 
provided shall be equal to 4 percent of the total number of seats, but 
in no case less than two. Twenty-five percent minimum of receivers 
provided, but no fewer than two, shall be hearing-aid compatible in 
accordance with Section 11B-706.3. 

11B-706 Assistive listening systems 
11B-706.1 General. Assistive listening systems required in assembly 
areas, conference and meeting rooms shall comply with Section 11B-
706.
11B-706.2 Receiver jacks. Receivers required for use with an assistive 
listening system
shall include a 1/8 inch (3.2 mm) standard mono jack. 

11B-706.3 Receiver hearing-aid compatibility. Receivers required to 
be hearing-aid compatible shall interface with telecoils in hearing 
aids through the provision of neckloops.



11B-706.4 Sound pressure level. Assistive listening systems shall be 
capable of providing a sound pressure level of 110 dB minimum and 
118 dB maximum with a dynamic range on the volume control of 50 
dB. 

11B-706.5 Signal-to-noise ratio. The signal-to-noise ratio for 
internally generated noise in assistive listening systems shall be 18 dB 
minimum. 

11B-706.6 Peak clipping level. Peak clipping shall not exceed 18 dB 
of clipping relative to the peaks of speech.
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evacuation signaling zones 

Evacuation 
signaling zones 

evacuation signaling zones 

evacuation signaling zones 

































































































































CBC f j B-J05. 
CBC Section 11B-305.

 
11B-402 CBC Section 11B-810.2 and 

Figure 11B-810.3.



CBC 11B-812.6.3 
Table 11B-228.3.2.1















































IRRIGATION INSPECTION CHECKLIST

(ML) MAIN LINE INSPECTION



(SC) SUBSTANTIAL COMPLETION INSPECTION

(F) FINAL INSPECTION

(W) WARRANTY INSPECTION



(H) HYDROSTATIC TEST











General 

Gradation limits 

Permeability Rate 



Fertility 

Acidity 

Salinity 

Chloride 

Boron 

Sodium Adsorption Ratio (SAR) 

Aluminum 

Soil Organic Matter Content 

Heavy Metals 



Phytotoxic constituent, herbicides, hydrocarbons etc. 

Fertility 

Soil Organic Matter Content 































or approved equal

















or approved equal












































































